NOTE:

(3)%'2S.S
THREADED

CABLE TIE-OFF
PILE MOUNTING DETAIL

Sracts g
CABLE WINDER PILE
MOUNTING DETAIL

GOLDEN MANUFACTURING, INC. 17611 East St., North Fort Myers, FL 33917 PUB. 6/20/18

GOLDEN 4-T BOAT LIFT, 4
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NOTE: Cradle lenghts to be 6" to 8" shorter than the center to center
measurement of the pilings.
GOLDEN 3-T BOAT LIFT, 3 POST, 2 MOTOR
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GOLDEN 3-V BOAT LIFT, 3 POST, 1 MOTOR
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IN' GENERAL, PILING PENETRATION TO BE 10’
INTO THE SAND BOTTOM OR 5’
STRATA. SUB—SURFACE CONDITIONS CAN VARY
GREATLY, THE CONTRACTOR SHALL VERIFY ALL
PILE CAPACITIES. ALL PILINGS TO BE 2.5 C.CA.
PRESSURE TREATED WOOD.

INTO THE ROCK

Lift Capacity | Recomm.Min
Piling Sizes
2,000# 8" Dia
4,000# 8" Dia
7,000# 8" Dia
10,000# 10" Dia
14,000# 10" Dia

THESE STRUCTURES WILL WITHSTAND WIND LOADS ASSOCIATED WITH AN ULTIMATE WIND SPEED OF 180 MPH,
EXPOSURE D, RISK CATEGORY | CALCULATED PER F.B.C. 2017 ADM 2015 AND ASCE/SEl 7—10.
BOATS SHALL NOT BE STORED ON LIFT DURING HIGH WIND EVENTS.




