GOLDEN ENGINEERED 4 POST, 2 MOTOR BOAT LIFTS

NOTE: THIS STRUCTURE HAS BEEN DESIGNED FOR LOADS ASSOCIATED WITH AN ULTIMATE WIND SPEED OF 180 MPH,EXPOSURE "D", RISK CATEGORY |,
CALCULATED PER FLORIDA BUILDING CODE 7h EDITION, 2020, ASCE/SEI 7-16 AND ADM-2015. BOATS SHALL NOT BE STORED ON LIFTS DURING HIGH

WIND EVENTS.

IN GENERAL, PILING PENETRATION TO BE 10’ INTO THE SAND BOTTOM OR 5’ INTO THE ROCK STRATA. SUB—SURFACE CONDITIONS
TREATED WOOD.

A

PILE SPACING CHART
The boat center of gravit
needs to be set in the cen

fer

of the top beam

. . - . . . |Recommended|
Lift Capacity ['1" Dimension('2" Dimension | Pile Diameters
Lb. Kg. Ft. M Ft. M In. Mm
4,500 | 2041 | 11 | 3.35 10 [ 3.0
7.000 | 3175 72 [366] ° |22
10,000 | 4540 125 | 3.81
14,000 | 6350 12/ 3.66
16,000 | 7257 14 4.27 10 254

20,000 | 9072 | 14 | 4.27
54,000 | 10886 16 | 4.88 | 16 | 488

CAN VARY GREATLY, THE CONTRACTOR SHALL VERIFY ALL PILE CAPACITIES. ALL PILINGS TO BE 2.5 C.C.A. PRESSURE

® ® 6

®

©

©

STAINLESS STEEL PILING
MOUNT BRACKET, 4—%"
STAINLESS STEEL LAG SCREWS
USED TO CONNECT THE
BRACKETS TO THE PILING AND
2-%" CARRIAGE BOLTS USED
TO CONNECT THE BRACKETS
TO THE LIFT CHANNELS

OO0,

TOP BEAM CHANNEL CRADLE I-BEAM BUNK CABLE IDE
LIFT CAPACITY 2 EACH 2 EAGH BOARDS | CABLESIZE SPREAD | POST| BRGS DRVE(WINDER | MOTOR | INGHES | REGOM
bs | Kg INCHES MM INCHES WM (PT) [TINCHES [ IN] wn | HGTH VOLTAGE | PERMIN| SIZES
4Hx.15 [101.6hx3.8mm | 6Hx.19 | 152.4h x4.8mm 2-3/4 HP
4,500# | 2041kg| 2Wx .23 |50.8wx5.8mm | 4Wx.29 | 101.6w x 7.4mm 98'| 25 120V/20A
140'0AL | 36mOAL | 120"LGTH| 305mOAL | B_ | 4-5/16"|4-7.9mm@ -om = | w 240V10A 1 opn | aiia
5Hx 15 | 127hx38mm | 6Hx.19 |1524hx48mm | £ |XISTSTx46m Sl ST S g5 2-1HP | 685.8mm| 203.2mm
7,000# | 3175 kg | 2.25 W x 26| 57.2w x 6.6mm | 4Wx.29 | 1016w x 7.4mm| 22 =s| == 120V/20A
x153"0AL | x39mAOL |144"LGTH| 3.8 mOAL = NEREE 240V/10A
=2 z = |
6Hx.17 | 152.4hx4.3mm | 8 Hx .23 [203.2hx 5.8mm | S 3 3 <5 2 - 3/4 HP
10,000# | 4536 kg | 2.5W x .29 | 63.5wx7.4mm | 5Wx.35 | 127w x 8.9mm 2= e =1 120V/20A
x153"0AL| 39mOAL | 150" LGTH| 3.8 m OAL i= |5 S| Sw | 240V/10A
7Hx .17 |177.8hx4.3mm | 8Hx .25 %g§4nx1 g.gmm g" xéossqﬁsT ;19-5}%43%14 110"| 2.8m 2 [~° |5 3113-;/2"
14,000# 275Wx.29| 69.9wx7.4mm | 5Wx .41 'wx10.4mm P >3 ;= .5mm
6350kg 1212 MX5R0 | "5 9mOAL | 150° LGTH| 8.8 m OAL 2PART | 2 PART & 23
8Hx.19 |203.2hx4.8mm | 10 Hx 25| 254hx6.4mm | g e 5g
16,000#| 7257 kg| 3w x.35 | 76.2wx8.9mm | 6Wx 41 [152.4wx10.4mm | &_ @ |88z 10" DIA
x153"0AL| 39mOAL | 168"'LGTH| 43mOAL | £= =| B[22|I8 | S0k 254 mm
8Hx.25 |203.2hx6.4mm | 10Hx.25| 254hx6.4mm | =3 ol I 240V/10A
20,000#| 9071 kg | 3.75 W x 41| 95.3wx10.4mm | 6 W x .41 [152.4wx10.4mm | 23 " 122'( 3.1m| . S |2 .,
x1770AL | 45mOAL | 192"LGTH| 4.9 mOAL & | 4-3/16_|4- 7.94mmQ S| 7|2y 9
3% |x45'STSTKI3.7m ST ST s <9 298 6mm
8Hx.25 |203.2hx6.4mm | 10Hx.29| 254hx7.4mm | &= 3PART | 3 PART o :
24,000# (10886 kg| 3.75 W x .41| 95.3wx10.4mm | 6 W x .50 |152.4wx12.7mm | < 134"[ 3.4m 2 e
x2010AL | 51mOAL  [192'LGTH| 49mOAL | X
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